
General Description

ZORBAX Rapid Resolution High Definition (RRHD) SB-C8 threaded

columns are specially designed for use with ultra-high perfor-

mance liquid chromatographs (UHPLCs) such as the Agilent 1290

Infinity LC and can be used up to an operating pressure of 1200

bar. They are packed with a high-performance microparticulate C8

packing for high-speed and high resolution reversed-phase HPLC.

The StableBond packing is made by chemically bonding a steri-

cally-protected C8 stationary phase to a specially prepared, high-

purity ZORBAX porous silica microsphere. The special ZORBAX

silica support is designed to reduce or eliminate strong adsorption

of basic compounds. The densely covered, sterically protected,

diisopropyl n-octylsilane stationary phase is chemically stable and

gives longer column life. As a result, Agilent ZORBAX SB-C8 is a

stable, reversed-phase packing that can be used for basic, neutral,

or acidic samples. It is particularly well-suited for use with aggres-

sive mobile phases (for example, pH < 2, high ionic strength, ion-

pair additives, etc.) since the steric protection of the bonded phase

resists degradation caused by such mobile phases. This material

has also been shown to be stable when operated at temperatures

up to 80 °C. These characteristics are particularly important for

use in methods that need long-term stability and reproducibility.

ZORBAX SB-C8 is especially suited in applications that use high-

sensitivity detectors that require low backgrounds (for example,

mass spectrometers). The uniform, spherical, ZORBAX SB-C8 par-

ticles have a controlled pore size of 80Å. Columns are loaded to a

Agilent ZORBAX Rapid Resolution High
Definition SB-C8 Threaded Column

Data Sheet 

uniform bed density using a proprietary, high-pressure, slurry-

loading technique to give optimum column efficiency.

Column Characteristics

A typical quality control test chromatogram for a ZORBAX RRHD

SB-C8 2.1 mm id × 50 mm, 1.8-µm threaded column is shown in

Figure 1. The actual QC test and performance of your column is

described on the Column Performance Report enclosed with your

column. The efficiency found on the QC Performance Report may

be higher than the efficiency found in your laboratory. The QC test

system may vary from the LC used in your lab and has been modi-

fied from a standard system to minimize system volume. This

allows a better evaluation of the column and assures a more con-

sistent product for the chomatographer.

Safety Considerations

• All points of connection in liquid chromatographic systems are

potential sources of leaks. Users of liquid chromatographic

equipment should be aware of the toxicity or flammability of

their mobile phases. 

• These RRHD columns are mechanically stable and have been

tested to very high pressures to ensure safe lab operation on a

variety of LC instruments. The 2.1- and 3.0-mm id columns will

support 20,000 psi (1,300 bar) operation. Opening columns will

compromise these pressure limits. 

• Because of its small particle size, dry ZORBAX packings are res-

pirable. Columns should only be opened in a well-ventilated

area.

Operational Guidelines

• The direction of flow is marked on the column.

• These columns are packed and assembled for high-pressure
(up to 1200 bar) use. Disassembling the column will degrade
column performance. 

• ZORBAX SB-C8 is compatible with water and all common
organic solvents.

• Avoid use of columns below pH 1.0 or above pH 8.0.

• Maximum operating pressure is 1200 bar (17,000 psi).  Optimal
lifetime is achieved when operating up to 1000 bar.

• Maximum operating temperature is 80 °C at low pH only.min0.2 0.4 0.6 0.8 1 1.2 1.4

mAU   

0

10

20

30

40

50

60

 VWD1 A, Wavelength=254 nm (M2003360.D)

 0
.1

68

 0
.2

92

 0
.5

99

 0
.8

33

Figure 1. Agilent ZORBAX RRHD SB-C8 QC chromatogram.

Column: Agilent ZORBAX RRHD SB-C8, 2.1 mm x 50 mm, 1.8 µm

Mobile phase: 55% Acetonitrile/45% Water

Flow rate: 0.55 mL/min
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NOTE: StableBond columns are designed for high stability at

low pH (for example, pH < 5). However, all silica-based packings

have some solubility in pH > 6 aqueous mobile phases. There-

fore, when using silica-based columns under conditions of pH 

> 6, maximum column lifetime is obtained by operation at low

temperatures (< 40 °C) using low buffer concentrations in the

range of 0.01 to 0.02 M. Column stability at pH > 6 is also

enhanced by avoiding phosphate and carbonate buffers [ref.:

H.A. Claessens, M.A. van Straten, and J.J. Kirkland, J. Chro-

matogr. (A), 728 (1996) 259].

• Column should not be maintained at neutral or elevated pH or at

elevated temperature when not in use.

Mobile Phase Selection

The bonded stationary phase is nonpolar in nature and is best used

with mobile phases such as methanol/water or acetonitrile/water

mixtures. Increasing the amount of organic component usually

reduces the retention time of the sample. Due to the relatively high

viscosity of recommended mobile phases, increased efficiency can

be achieved with the use of column temperatures in the range of

40–65 °C. Gradient elution techniques for this packing often use 5%

methanol or acetonitrile in water as the initial solvent, and 100%

methanol or acetonitrile as the final solvent. Other typical mobile

phases are those with additives in the aqueous portion such as

formic acid/ammonium formate, acetic acid or ammonium acetate,

and trifluoroacetic acid (TFA, 0.05 – 1%).

Applications

ZORBAX SB-C8 can be used with basic, neutral, or acidic analytes.

For many basic compounds, it will normally not be necessary to use

basic modifiers, such as triethylamine, to achieve efficient, symmet-

rical peaks. However, very basic compounds may require the addi-

tion of basic modifiers such as 10–20 mM dimethyl-octylamine or

20–30 mM triethylamine. Such samples are often best chromato-

graphed with mobile phases of pH ~ 3. One highly recommended

mobile phase for very basic compounds is 0.1% trifluoroacetic acid

adjusted to pH 3 with triethylamine and an appropriate concentra-

tion of methanol or acetonitrile.

ZORBAX SB-C8 can be used at 80 °C at low pH and is therefore a

good choice for higher temperature separations. High temperature

can reduce mobile phase viscosity, lower operating pressure, and

change band spacing (selectivity). 

Column Care

Samples should be filtered before injection into the column. The

column inlet frit is nominally 0.5 µm and samples should be filtered

through a 0.2 µm sample filter. If solvent flow appears to be

restricted (unusually high column back-pressure), check first to see

that solvent flow is unobstructed up to the column inlet. If the

restriction is prior to the column, replace the appropriate piece of

tubing or filter that is plugged. If the column is plugged, do not back-

flush the column. It will be necessary to replace the column. 

To remove strongly retained materials from the column, flush the

column with stronger (less polar) solvents. Solvents such as

methanol, acetonitrile, or a 95/5 mixture of dichloromethane and

methanol should remove most highly retained compounds. In

extreme cases, dimethyl sulfoxide or dimethylformamide at low flow

rates may also be used for this purpose. When switching between

solvents with vastly different polarities, it may be necessary to first

purge the column with a mutually miscible solvent such as iso-

propanol. 

Since columns have 3/8-inch end nuts, a short 3/8-inch wrench

should be used to attach the columns to the instrument to avoid any

additional tightening of the end fittings. Over-tightening the end fit-

tings will cause damage and require column replacement. Additional

care recommendations are included on the card in the box. Review

these prior to using the column.

Storage Recommendations 

Long-term storage of silica-based, bonded-phase columns should be

in a pure organic solvent, preferably an aprotic liquid such as 100%

acetonitrile. If the column was previously used with a buffered

mobile phase, the buffer should first be removed by purging the

column with 20–30 column volumes of a 50/50 mixture of methanol

or acetonitrile and water, followed by 20–30 column volumes of the

pure solvent. Before storing the column, the end-fittings should be

tightly capped with end-plugs to prevent the packing from drying

out. Columns may be safely stored for short periods in most mobile

phases. However, to protect equipment, it is desirable to remove

salts from the instrument and column by purging the column with

the same mobile phase without the buffer (for example, using 

60/40 ACN/H2O to remove a 60/40 ACN/0.02 M phosphate

buffered mobile phase). Re-equilibration is rapid with the original

mobile phase when using this approach, and any danger of corro-

sion from the salts is eliminated.

Agilent Ordering Information

For more information on our products, visit our Agilent Technologies

home page on the World Wide Web at:

http://www.agilent.com/chem/supplies

For Technical support in the US and Canada, call 1-800-227-9770 or

call your local Agilent sales office.



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000500044004600206587686353ef901a8fc7684c976262535370673a548c002000700072006f006f00660065007200208fdb884c9ad88d2891cf62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef653ef5728684c9762537088686a5f548c002000700072006f006f00660065007200204e0a73725f979ad854c18cea7684521753706548679c300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA <>
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020b370c2a4d06cd0d10020d504b9b0d1300020bc0f0020ad50c815ae30c5d0c11c0020ace0d488c9c8b85c0020c778c1c4d560002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken voor kwaliteitsafdrukken op desktopprinters en proofers. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents for quality printing on desktop printers and proofers.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /NoConversion
      /DestinationProfileName ()
      /DestinationProfileSelector /NA
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure true
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /NA
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /LeaveUntagged
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


