
Nebulizer Selection
Start

Analyze
Clinical Samples?

Use Agilent ICP-MS 
or Thermo 

Element/Neptune?*

Choose X-Flow 
400 with Make-Up 

Gas Port 
(810-1-040-01-00)

Finish
Yes Yes

No No

Go to C-Flow 
General Purpose 

Selection
(below)

Note: If a C-Flow is 
preferred, go to C-Flow 
General Purpose Selection 

*The X-Flow only fits 
the standard spray 
chambers of the 
above instruments

C-Flow (General Purpose) Selection
Start

Use with 
Desolvator?

Run 
Semiconductor 

Samples?

Microvolume 
Samples?*

Does Your 
Instrument Accept 
6 mm OD Nebs?

Finish

Use ICP-OES or 
MP-AES? Use ICP-MS?

Choose C700d
(800-2-070-01-00)

Choose C400d
(800-2-040-01-00)

Finish Finish

Start

Use with 
Desolvator?

Use Autosampler 
and Free 

Aspiration?*

Use Agilent I-AS 
Autosampler?*

Use CETAC ASX 
110/112 or ESI SC 

Micro Autosampler?*

Choose the Correct 
Desolvator Version for 
the Autosampler Used  

(800-1-xxx-03-00
800-1-xxx-05-00

or 800-1-xxx-07-00)

Choose a Version 
w/o Autosampler 

Probe
(800-4-xxx-01-00)

Choose a Version 
w/ Autosampler 
Probe (100 cm) 
(800-4-xxx-04-00)

Choose Uptake 
Rate - 50, 100 or 

200 µL/min

Choose Uptake 
Rate - 50, 100 or 

250 µL/min

Finish Finish Finish Finish

*Require 250 µL/
min uptake or 
less

Go to C-Flow 
Microconcentric

Selection
(below)

Choose Uptake 
Rate - 50, 100 or 

250 µL/min

Choose Uptake 
Rate - 50, 100 or 

250 µL/min

Choose a Version w/ 
Autosampler Probe 

(70 cm)
(800-4-xxx-02-00)

Yes No Yes Yes

No Yes No

* I-AS autosampler only used with 
Agilent ICP-MS. It is mounted close 
to the nebµLizer, so only 70 cm 
uptake line is needed

* If you pump the sample and use 
a large autosampler e.g. CETAC 
ASX500 then a C400d or C700d is 
recommended. Go to C-Flow General 
Purpose Selection

*These autosamplers are further 
away from the nebµLizer so the 
longer 100 cm uptake line is 
needed

Note: the carbon probe (100 cm) C-Flows 
have a slightly thicker probe to fit ESI 
autosamplers but can also be used with 
CETAC ASX 110/112

Note: Desolvator C-Flows are assembled at 
110 °C. They can not be used for normal 
room temperature applications 
(i.e. non-desolvator)

No No No No

No

Yes

Yes

Yes

YesYesYes

Flow Chart

Flow Chart

C-Flow (Microconcentric) Selection
Flow Chart
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No

Choose C400e
(800-3-040-00-00)

Finish

Use FAST System?

No Yes

Use ESI SC2 
Autosampler?

Choose a Version 
w/ Autosampler 

Probe for ESI SC-2 
(100 cm)

(800-4-xxx-08-00)

Finish

CChoose Uptake 
Rate - 50, 100 or 

250 µL/min

*An ESI SC-2 probe will also fit 
the SC-4 and larger capacity 
versions, though  the uptake 
line may not be long enough 
for the larger versions 

Yes

No

Run Clinical 
Samples?

No

Yes


